Front Elevation (1:25)

1920 mm

1280 mm Between Truss

1210 mm Opening

1210 mm

1210 mm Opening
Compressable foam

1510 mm

1195 mm

Side Elevation (1 :25)

2290 mm

- F

182 mm

1210 mm

sitting under the tiles
to cloak off any gap.

— v

A1 Added To The New Vault/ 1st Production Issue 13/11/2023 [GP
A 1st Issue 13/11/2023 | DJP
REV DESCRIPTION DATE AUTHOR
REVISION HISTORY
T Tl Description Designed by Date Manufacture Notes Approved Date Drawing 1 902 045
iR R Apex Tile Effect Warma Dormer DJP__ | 10/11/2023 | 1. 100305 Warma DP | 13/11/2023 [Number _
Scale Checked Manuf. App| Manuf. App Sheet Of Revision
Amington Point, Sandy Way, Amington Ind. Est, DP 13/11/2023 1 2 A 1
TAMWORTH, Staffordshire. B77 4ED GP




1280 mm Between Truss

75mm x 50mm Head timber rail.
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C-C(1:25)

1280 mm Between Truss

i

110 mm O/A Insulation 110 mm O/A Insulation.

200 mm

200 mm

150 mm

150 mm 1210 mm

100 mm Reveal

B-B(1:25)

Roof support trusses supplied & fitted
by Stormking.

Tile effect roof to have 25mm minimum
spray foam insulation supplied & fitted
by Stormking as per the BBA certificate.

Dormer ceiling to be insulated by others
using 300mm mineral wool will give the
U value advised in the BBA certificate.

75mm x 50mm Side cheek timbers supplied &
fitted by Stormking encapsulated in spray foam
insulation as per our standard Warma dormer
specification.

Soffit ventilators
supplied & fitted by
Stormking at 400mm
max. centres.
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